P LMS Controls Div.
PS-5134/5034

PROGRAMMABLE LIMIT SWITCH

STANDARD FEATURES:

« 32 or 64 OUTPUT CHANNELS
« DC SINK OR SOURCE
» OPTICALLY ISOLATED

« MULTIPLE PROGRAMS (32 with \-OG\C
32 outputs, 16 with 64 outputs)

« INDIVIDUAL CHANNEL SPEED
COMPENSATION

« OUTPUT ENABLE MODES

« 3 LEVELS OF PROGRAMMING
ACCESS

« TIMED OUTPUTS

« MOTION DETECTION AND-ing

« SELECTABLE (2-1024) SCALE
FACTOR (Resolver-based units)

+ 12 VDC ACCESSORY POWER

« DUAL 3/4" BEARINGS IN ALL
ENCODERS & RESOLVERS

« SERIAL COMMUNICATION

OPTIONAL FEATURES:

« INDIVIDUAL LEADING AND
TRAILING EDGE SPEED
COMPENSATION

« ADDITIONAL PROGRAMS

« GRAY CODE POSITION OUTPUT

« HIGH RESOLUTION (12-bit - 4096)

« 220 VAC INPUT

+ NEMA 12 or NEMA 4X ENCLOSURE

PS-5134-10-032
Rear View

S !('\

L PS-4100-12-N32
(32 Sinking Output

Rack)

PS-5134-10-064 Control Mounted in
PS-4912-01-002 Enclosure with
PS-4901-03-001 and PS-4902-01-001
Switches, PS-5275-11-ADR Resolver

Electro Cam...
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